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 TD1860 Multi-function Calibrator 

 
1. Summary 

TD1860 is a multi-function calibrator with wide range and high precision, integrates AC\DC voltage 

source, AC\DC current source, DC resistance source, etc. The DC accuracy class is up to 0.01, and 

the AC accuracy class is up to 0.05. It’s applied for calibrating 4.5 digits multimeters, voltmeter, 

ammeter, ohmmeter, power meter. 

 

2. Features 

 DC voltage output: ±(10 mV ~ 1100 V) 

 DC current output: ±(3 μA ~ 22 A)（33 A optional） 

 AC voltage output: 3 mV ~ 1100 V 

 AC current output: 30 μA ~ 22 A（33 A optional） 

 Sinusoidal wave frequency: 45 Hz ~ 1500 Hz 

 Simulated DC resistance：0 Ω ~ 220 MΩ, Continuously adjustable 

 2 MHz square wave frequency output 

 Phase output  

 AC/DC power output  

 Multiple value output modes 

 Remote adjustment(optional)  

 Clamp meter calibration(optional)  

 Transducer calibration(optional)   
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 3. Application 
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☆ Calibrate AC\DC Electrical Measuring Instruments 

 

 DCV Output: ±(10 mV ~ 1100 V) 

 DCI Output: ±(3 μA ~ 22 A or 33 A) 

 ACV Output: 3 mV ~ 1100 V, 45 Hz ~ 1500 Hz 

 ACI Output: 30 μA ~ 22 A or 33 A, 45 Hz ~ 1500 Hz 

 RES Output: 0 Ω ~ 220 MΩ 

 Frequency Output: 1 Hz ~ 2 MHz 

 Suitable for calibrating 4.5-digit and below digital multimeters, class 0.05 and below 

DC voltmeters, class 0.1 and below DC ammeters and DC resistance meters, class 

0.2 and below AC voltmeters and ammeters, and 0.01-level and below frequency 

meters. 
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☆ Calibrate AC\DC Power Meters 

 

 Application: The virtual power standard source composed of independent outputs of 

AC/DC voltage (DCV/ACV) and AC/DC current (DCI/ACI) with adjustable phase is suitable 

for calibrating AC/DC power meters. 

 Suitable for calibrating DC power meters of class 0.2 and below, active power meters of 

class 0.5 and below, reactive power meters, apparent power meters, power frequency 

phase meters and power factor meters. 

 

☆ Calibrate Clamp Ammeter (optional) 

 

 Users can choose TD1020 current coil (50 T), pass 20 A AC and DC standard current, and 

achieve equivalent current output of up to 1000 At, which is suitable for calibrating clamp 
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 ammeters or current clamps with lower accuracy levels of level 1 and below. 

 If you need to calibrate a clamp ammeter with higher accuracy, you can choose clamp 

ammeter calibration device products such as TD1040 or TD1050A from Tunkia. 

 

☆ Calibrate AC/DC Transducer (optional) 

 

 DC small-signal measurement. (Vmax: 12 V, Imax: 24 mA) 

 Calibrate the proportional error of AC/DC voltage/current transducer. 
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 4. Panel Features 

☆ Front /Side Panel 

 

Item Description 

 

LCD touch screen: intuitive display of multiple power levels and touch operation 

greatly improves the usability of the instrument. 

 Pulse frequency output terminal: BNC Female. 

 

Input terminals for transducer: Supports input of maximum DC 24 mA or 12 V 

signal. 

 

Operation panel: A variety of value input and adjustment modes greatly improve 

the instrument's ease of operation. 

 

Foldable feet: Slightly raise the instrument to a certain angle to obtain the best 

operating and reading angle 

 

AC/DC current output terminals. Can be connected to Φ4 gun plug or U-shaped 

plug, maximum current supported is 22 A or 33 A. 
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AC/DC voltage output terminals: Protective terminal blocks are used to prevent 

high voltage hazards caused by improper operation. 

 

Simulated DC resistance output terminals: Two-wire or four-wire connection 

can be selected. 
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☆ Rear Panel 

 

Item Description 

 

Remote box interface: Connect the remote control box (option) via the control 

cable. 

 

RS232 communication interface: Can be connected to a computer to facilitate 

user programming and control of the output of the multi-functional standard source. 

 

Cooling vents: The built-in radiator and fan are used to dissipate heat to ensure 

the stability of the internal temperature of the instrument and improve the 

measurement accuracy. 

 

Chassis ground binding post: The instrument should be grounded before 

operation to ensure electrical safety. 

 

AC 220V power interface: Rocker switch, AC 220V power input interface with 

fuse. 

 

Foldable feet: Improve the anti-slip performance when the instrument is placed, 

and prevent the panel from being scratched when the instrument is slightly moved. 

 

Handle: The front and rear panels are each equipped with a pair of handles to 

facilitate users to move or carry the instrument, and also to protect the various 

connection terminals or interfaces on the front and rear panels of the instrument 

from being bumped or damaged during movement or transportation. 
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ACV 

ACI

F~

22 A / 33 A

1μ

10 mV

3 μA

45 Hz

DCV

DCI

1500 Hz

1m 1 1k 1M

1100 V

22 A / 33 A30 μA

   F 1 Hz 2 MHz

1 ΩRES

1G

220 MΩ

3 mV 1100 V

PU-I 600 V × ( 22 A / 33 A )3 V × 0.3 mA

5. Characteristics 

☆ Wide Output Range 

 

 Solution value: The multifunctional standard source output range of TD1860 covers the 

working range of electrical measuring instruments such as 4.5-digit and below digital 

multimeters, and can be calibrated directly using the standard source method. 

 

☆ High Stability and accuracy 

 

 The DC voltage stability is up to 0.005%/24h, and the DC current stability is up to 

0.01%/24h. 

  



 

 www.tunkia.com 10 

TD1860 Multi-function Calibrator 

 ☆ High load capacity 

 

 The voltage and current standard sources of TD1860 have strong driving capabilities, 

ensuring that the instrument can still maintain high-precision and high-stability constant 

voltage or constant current output when connected to a large load, and can cover the 

calibration of analog pointer instruments. 

 Strong output load capacity can also achieve simultaneous calibration of multiple digital AC 

and DC instruments. 

(Note: The specific number is related to the load size of the meter being tested) 

 

☆ 4-terminals Simulated DC Resistance 

 

 2-terminals and 4-terminals resistance wiring mode. When calibrating the low value 

resistance, the four wire system wiring mode can effectively eliminate the measurement 

error caused by the resistance of the test lead and improve the measurement accuracy. 

 Compared with the standard physical resistance box, the analog resistance output has the 

following characteristics:   
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 ☑ Continuously adjustable, with better adjustment fineness and sensitivity  

☑ Smaller size and lighter weight  

☑ No influence of transfer switch error, residual resistance error and contact resistance 

error.   

 

☆ Safety protection function 

 

 Accidental voltage or current applied to the output of the multifunction calibrator may 

cause serious damage to the built-in components of the instrument, resulting in expensive 

repair costs and a decrease in the use rate of the instrument during the repair period. 

 TD1860 has a complete safety circuit protection function. When the self-protection is 

triggered, the device will alarm and pop up an alarm prompt on the screen interface. After 

the user checks and confirms and eliminates the fault, it only takes one button to reset the 

protection to return to normal. 
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 ☆ Easy to operate 

 

 Large-size touch screen: full color, high screen brightness, clear picture quality, support 

touch operation, comprehensive functions, simple and fast. 

 Digital programmable buttons: can realize multiple input methods such as fixed-point 

output, rotary encoder, and step adjustment, and the operation is convenient and fast. 

 Front panel wiring: convenient for users to replace current and voltage test wires when 

checking the meter. 

 Solution value: This combined operation method effectively improves the convenience of 

operation to adapt to a variety of application scenarios. 

 

 

☆ Multiple Output\Adjustment Methods 
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  The instrument has a "Direct Output" mode. You can directly set the required output value 

by pressing the digital buttons on the console or clicking the touch screen. The instrument 

will automatically switch to the optimal range output, making it very convenient to calibrate 

digital instruments. 

 Especially when setting the AC power output, you can directly input the voltage and current 

amplitude, frequency and phase angle at the same time (as shown in Figure b above), 

which is very convenient to use. 

 

 Calibration of the analog pointer meter usually needs to test scale by scale, especially 

"differences between rising and falling" (the change caused by the rise and fall of the 

calibration point).  

 It is relatively inconvenient to use digital fixed-point output to adjust the output of the 

standard source to align the scale. For this reason, we provide users with a remote box 

(optional accessory). Through coarse adjustment and fine adjustment operations, the 

output can be quickly adjusted to align with the scale of the meter being tested, which is 

very convenient for completing the calibration of analog meters. This function is especially 

useful when friction or hysteresis effects need to be considered during movement. 
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☆ Multiple Output & Adjustment Methods 

 

 When calibrating an electrical measuring instrument, it is usually necessary to select 

calibration points in proportion to the range of the instrument being tested.  

 Users can easily select calibration points for the instrument being tested through the 

percentage "calibration point" function on the touch screen of this instrument. 

 

 The instrument is equipped with a "Rotary Knob" on the front panel. Click the left 

and right arrow keys to adjust the cursor position, and then rotate clockwise or 

counterclockwise to increase or decrease the output value. 
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☆ Multiple Output & Adjustment Methods 

 

 Use the key ↑10%, ↓10%, ×10, ÷10 on the front panel, can realize the adjustment of the 

quantity value, and can also be used to perform the relevant test of linearity. 
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 ☆ Dedicated test software (option) 

 

 Optional dedicated calibration software, refer to the test items in JJF 1587-2016, JJG 

124-2005 and other regulations and specifications, the software protocol library is suitable 

for various specifications of the tested instruments, supports fully automatic or 

semi-automatic calibration of the tested equipment, raw data recording, analysis, 

management and customized template report export. Compared with traditional manual 

calibration, it has obvious advantages, effectively solves various inconveniences of 

manual calibration, and significantly improves work efficiency. 

(Note: During fully automatic calibration, the tested equipment should have 

communication functions and open communication protocols to enable data reading) 

 The software functions can be customized according to customer needs, and support 

subsequent software upgrades to add new procedure test requirements. 
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 6. Specifications 

6.1 DC Voltage Output   

Range Resolution 

Stability Uncertainty(k=2)[1] 

Max 

Burden 

(mA) 

Ripple 

Factor 

(%) 

24 hours 

(23±1)°C 

90 days 

(23±5)°C 

1 year 

(23±5)°C 

ppm*RD+μV[2] 

100 mV 1 μV 40 + 5 64 + 10 80 + 10 300 <0.5 

300 mV 1 μV 40 + 5 64 + 10 80 + 10 300 <0.5 

1 V 10 μV 40 + 10 64 + 15 80 + 15 300 <0.5 

3 V 10 μV 40 + 10 64 + 15 80 + 15 300 <0.5 

10 V 100 μV 40 + 100 64 + 150 80 + 150 600 <0.5 

30 V 100 μV 40 + 150 64 + 150 80 + 150 800 <0.5 

100 V 1 mV 40 + 1500 64 + 1500 80 + 1500 300 <0.5 

300 V 1 mV 40 + 1500 64 + 1500 80 + 1500 120 <0.5 

1000 V 10 mV 40 + 5000 64 + 5000 80 + 5000 40 <0.5 

Note[1]：When the output is negative, the floor uncertainly is double. For example, when the 

output is -1 V, the uncertainty is (80 ppm × 1 V + 30 μV); 

[2]: RD is the reading value, the same below. 

 Output range: ±(10 mV ~ 1100 V) 

 Short-circuit and overload protection 
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 6.2 DC Current Output 

Range Resolution 

Stability Uncertainty(k=2) [1] 

Compliance 

Voltage (V) 

Ripple 

Factor 

(%) 

24 hours 

(23±1)°C 

90 days 

(23±5)°C 

1 year 

(23±5)°C 

ppm*RD + μA 

30 μA 100 pA 96 + 0.02 108 + 0.02 120 + 0.02 11 <0.5 

100 μA 1 nA 96 + 0.04 108 + 0.04 120 + 0.04 11 <0.5 

300 μA 1 nA 96 + 0.04 108 + 0.04 120 + 0.04 11 <0.5 

1 mA 10 nA 96 + 0.08 108 + 0.08 120 + 0.08 11 <0.5 

3 mA 10 nA 96 + 0.08 108 + 0.08 120 + 0.08 11 <0.5 

10 mA 100 nA 96 + 0.8 108 + 0.8 120 + 0.8 11 <0.5 

30 mA 100 nA 96 + 0.8 108 + 0.8 120 + 0.8 11 <0.5 

100 mA 1 μA 96 + 8 108 + 8 120 + 8 11 <0.5 

300 mA 1 μA 96 + 24 108 + 24 120 + 24 4 <0.5 

1 A 10 μA 96 + 80 108 + 80 120 + 80 3.5 <0.5 

3 A 10 μA 96 + 80 108 + 80 120 + 80 4 <0.5 

10 A 100 μA 96 + 800 108 + 800 120 + 800 3.5 <0.5 

20 A(30 A)[2] 100 μA 96 + 800 108 + 800 120 + 800 2.8 <0.5 

Note [1]: When the output is negative, the floor uncertainly is double; 

Note [2]: 30 A range is optional. 

 Output range: ±(3 μA ~ 22 A or 33 A) 

 Open-circuit and overload protection 
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 6.3 Simulated DC Resistance 

Range Resolution 

Uncertainty(k=2) 

Allowable Current 90days(23±5)°C 1year(23±5)°C 

ppm*RD + Ω 

0 Ω — 5 mΩ 5 mΩ 1mA~ 300mA 

10 Ω 100μΩ 240 + 0.015 300 + 0.015 1mA~ 150 mA 

30 Ω 100μΩ 240 + 0.015 300 + 0.015 1mA~ 150 mA 

100 Ω 1 mΩ 120 + 0.015 150 + 0.015 1mA~ 80 mA 

300 Ω 1 mΩ 120 + 0.03 150 + 0.03 1mA~ 40 mA 

1 kΩ 10 mΩ 80 + 0.1 100 + 0.1 1mA~ 20 mA 

3kΩ 10 mΩ 80 + 0.2 100 + 0.2 0.1mA~ 6mA 

10 kΩ 100 mΩ 80 + 1 100 + 1 0.1mA~ 2mA 

30 kΩ 100 mΩ 80 + 2 100 + 2 10μA~ 600 μA 

100 kΩ 1 Ω 80 + 10 100 + 10 10μA~ 200 μA 

300 kΩ 1 Ω 80 + 20 100 + 20 1μA~ 60 μA 

1 MΩ 10 Ω 80 + 100 100 + 100 1μA~ 20 μA 

3 MΩ 10 Ω 80 + 300 100 + 300 0.25μA~ 6 μA 

10 MΩ 100 Ω 240 + 1k 300 + 1k 0.25μA~ 2 μA 

30 MΩ 100 Ω 400 + 3k 500 + 3k 25nA~600nA 

100 MΩ 1kΩ 1600 + 80k 2000 + 80k 25nA~200nA 

200 MΩ 1kΩ 4000 + 100k 5000 + 100k 2.5nA~ 45nA 

 Output range: 0 Ω ~ 220 MΩ 

 Over-current and reverse connection protection 
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 6.4 AC Voltage Output 

Range Resolution 
Frequency 

(Hz) 

Uncertainty(k=2) 
Max Burden (mA) 

[Source Internal 

Resistance] 

Harmonic 

(%) 

90 days 

(23±5)°C 

1 year 

(23±5)°C 

ppm*RD + mV 

30 mV 100 nV 
45≤F≤1k 360 + 0.03 400 + 0.03 

[1Ω] 
<0.5 

1k<F≤1.5k 540 + 0.03 600 + 0.03 <0.5 

100 mV 1 μV 
45≤F≤1k 360 + 0.03 400 + 0.03 

[1Ω] 
<0.5 

1k<F≤1.5k 540 + 0.03 600 + 0.03 <0.5 

300 mV 1 μV 
45≤F≤1k 270 + 0.05 300 + 0.05 

100 
<0.5 

1k<F≤1.5k 450 + 0.05 500 + 0.05 <0.5 

1 V 10 μV 
45≤F≤1k 270 + 0.2 300 + 0.2 

300 
<0.5 

1k<F≤1.5k 450 + 0.2 500 + 0.2 <0.5 

3 V 10 μV 
45≤F≤1k 360 + 0.2 400 + 0.2 

300 
<0.5 

1k<F≤1.5k 450 + 0.2 500 + 0.2 <0.5 

10 V 100 μV 
45≤F≤1k 270 + 2 300 + 2 

500 
<0.5 

1k<F≤1.5k 450 + 2 500 + 2 <0.5 

30 V 100 μV 
45≤F≤1k 360 + 2 400 + 2 

800 
<0.5 

1k<F≤1.5k 450 + 2 500 + 2 <0.5 

100 V 1 mV 
45≤F≤1k 270 + 20 300 + 20 

400 
<0.5 

1k<F≤1.5k 450 + 20 500 + 20 <0.5 

300 V 1 mV 
45≤F≤1k 360 + 20 400 + 20 

120 
<0.5 

1k<F≤1.5k 450 + 20 500 + 20 <0.5 

1000 V 10 mV 
45≤F≤1k 270 + 200 300 + 200 

40 
<0.5 

1k<F≤1.5k 450 + 200 500 + 200 <0.5 

 Output range: 3 mV ~ 1100 V 

 Short-circuit and overload protection 
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 6.5 AC Current Output 

Range Resolution 
Frequency 

 (Hz) 

Uncertainty(k=2) 

Compliance 

Voltage  

(V) 

Harmonic 

(%) 

90 days 

(23±5)°C 

1 year 

(23±5)°C 

ppm*RD + μA 

300 μA 1 nA 
45≤F≤1k 360 + 0.12 400 + 0.12 

50 
<0.5 

1k<F≤1.5k 450 + 0.12 500 + 0.12 <0.5 

3 mA 10 nA 
45≤F≤1k 270 + 0.6 300 + 0.6 

50 
<0.5 

1k<F≤1.5k 360 + 0.6 400 + 0.6 <0.5 

30 mA 100 nA 
45≤F≤1k 270 + 6 300 + 6 

50 
<0.5 

1k<F≤1.5k 360 + 6 400 + 6 <0.5 

300 mA 1 μA 
45≤F≤1k 270 + 60 300 + 60 

15 
<0.5 

1k<F≤1.5k 360 + 60 400 + 60 <0.5 

1 A 10μA 
45≤F≤1k 270 + 200 300 + 200 

15 
<0.5 

1k<F≤1.5k 360 + 200 400 + 200 <0.5 

5 A 10μA 
45≤F≤1k 270 + 600 300 + 600 

4 
<0.5 

1k<F≤1.5k 360 + 600 400 + 600 <0.5 

20 A 

(30 A)[1] 
100μA 

45≤F≤1k 270 + 4000 300 + 4000 
2.5 

<0.5 

1k<F≤1.5k 360 + 4000 400 + 4000 <0.5 

Note [1]: 30 A range is optional. 

 Output range: 30 μA ~ 22 A or 33 A 

 Open-circuit and overload protection 

 

6.6 Sinusoidal Wave Frequency Output 

Range[1] Resolution Uncertainty(k=2) 

45.0000 Hz ≤ F ≤ 99.9999 Hz 0.0001 Hz 0.01% 

100.000 Hz ≤ F ≤ 999.999 Hz 0.001 Hz 0.01% 

1000.00 Hz ≤ F ≤ 1500.00 Hz 0.01 Hz 0.01% 

Note [1]: The output mode is AC voltage or AC current. 
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 6.7 AC/DC Power Output 

Frequency Range (f) Voltage Range (U) Current Range (I) 

Optimum 

Uncertainty(k=2) 

%*Power Output [1][2] 

DC 10 mV ~ 1100 V 3μA ~ 22 A/33 A ±0.05 

45 Hz ~ 65 Hz 3 V ~ 600 V 0.3 mA ~ 22 A/33 A ±0.1 

Note [1]: active power |sinφ|≥0.5，reactive power |cosφ|≥0.5； 

Note [2]: For more accurate technical indicators of power uncertainty or power uncertainty under 

other power factors, please refer to the calculation formula:: 𝑈𝑃 = √𝑈𝑈
2 + 𝑈𝐼

2 + 𝑈𝜆
2， 𝑈𝑈 is the 

uncertainty of voltage，𝑈𝐼  is the uncertainty of current，𝑈𝜆 Is the uncertainty of power factor. 

 

6.8 Phase and Power Factor Output（45 Hz ~ 65 Hz） 

Phase Power Factor Uncertainty(k=2) 

WATTS VARS λ=cosφ Phase Power Factor 

0° 90° 1.00000 0.05° 0.000% 

10° 80° 0.98481 0.05° 0.015% 

20° 70° 0.93969 0.05° 0.032% 

30° 60° 0.86603 0.05° 0.050% 

40° 50° 0.76604 0.05° 0.073% 

50° 40° 0.64279 0.05° 0.104% 

60° 30° 0.50000 0.05° 0.151% 

70° 20° 0.34202 0.05° 0.240% 

80° 10° 0.17365 0.05° 0.495% 

90° 0° 0.00000 — — 

Note [1]: Phase range: 0.000 ° ~ 359.999 °, fineness: 0.005 ° 

Note [2]: Power factor range: -1 ~ 0 ~ 1, fineness: 0.000 1 

Note [3]: Calculation formulas for the uncertainty of other power factor: 

  𝑈𝜆 = [1 − cos(𝜑 + ∆𝜑) cos 𝜑⁄ ] × 100% 
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 6.9 Pulse Frequency Output 

Range [1] Resolution Uncertainty(k=2) Shake 

1.000 00 Hz ≤ F ≤ 9.999 99 Hz 10 μHz 

20 ppm*RD + 20 μHz <20 ns 

10.000 0 Hz ≤ F ≤ 99.999 9 Hz 0.1 mHz 

100.000 Hz ≤ F ≤ 999.999 Hz 1 mHz 

1.000 00 kHz ≤ F ≤ 9.999 99 kHz 10 mHz 

10.000 0 kHz ≤ F ≤ 99.999 9 kHz 0.1 Hz 

100.000 kHz ≤ F ≤ 999.999 kHz 1 Hz 

1.000 00 MHz ≤ F ≤ 2.000 00 MHz 10 Hz 

Note [1]: The output type is TTL level. 

 

6.10 DC Small-signal Measurement (optional) 

Type Range Measurement Range Uncertainty(k=2) 

DCV 
1 V ±(0 ~ 1.2) V 0.006%*RD + 0.004%*RG 

10 V ±(0 ~ 12) V 0.006%*RD + 0.004%*RG 

DCI 
2 mA ±(0 ~ 2.4) mA 0.006%*RD + 0.004%*RG 

20 mA ±(0 ~ 24) mA 0.006%*RD + 0.004%*RG 
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 7. General Specifications 

Maximum Power 

Consumption 
600 VA 

Warm Up Time 30 minutes. 

Temperature 

Performance 

Operating temperature：0°C~40°C 

Calibration temperature：18°C~28°C 

Storage temperature：-20°C~70°C 

Humidity 

Performance 

Operating humidity：<80% @ 30°C，<70% @ 40°C 

Storage humidity：(20%~80%) R·H，No condensation 

Altitude <3000 m 

Communication 

Interface 
RS232  

Dimensions 

450 mm(W)× 505 mm (D) × 203 mm (H), excluding handles and feets. 

 

Weight About 25kg 
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 8. Ordering Information 
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 9. Accessory List 

S/N Pic Name Specification Qty Remark 

1 

 

Voltage Test 

Leads 

1.5m / 2.1mm2 / Φ4-Φ4 

safety banana plug 

Red 2 

Black 2 

Standard 

accessory 

2 

 

20A Current Test 

Lead 

1.5m / 6mm2 / Φ4-Φ4 safety 

banana plug 

Red 1 

Black 1 

Standard 

accessory 

3 

 

Current Shorting 

Wire 

0.18m / 1.6mm2 / Φ4-Φ4 

safety banana plug 

Red 1 

Black 1 

Standard 

accessory 

4 

 

Alligator Clips Full sheath / Φ4 jack 
Red 2 

Black 2 

Standard 

accessory 

5 

 

Pin Adapter Φ2*18mm / Φ4 jack 
Red 2 

Black 2 

Standard 

accessory 

6 

 

U-shaped Blade 

Terminal 

Φ8 thin blade terminal / Φ4 

jack 

Red 3 

Black 3 

Standard 

accessory 

7 

 

Frequency Test 

Leads 
BNC male to alligator clip 1 

Standard 

accessory 

8 

 

Power Cable AC 220V, 10A 1 
Standard 

accessory 

9 

 

Packing Box Paper packaging box 1 
Standard 

accessory 
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 S/N Pic Name Specification Qty Remark 

1 

 

30A Current Test 

Lead 

1.5m / 8mm2 / Φ4-Φ4 safety 

banana plug 

Red 1 

Black 1 

30A current 

range option 

2 

 

Transmitter 

Auxiliary Power 

Cable 

220V plug to Φ4 safety 

banana plug 
1 

Transmitter 

testing 

function 

options 

Note: If the user specifies the function selection in the order contract, the corresponding 

accessories will be shipped by default. For example: TD1860-30A-T has a transmitter detection 

function, so the transmitter auxiliary power cord is included in the delivery list. 

 

S/N Pic Name Specification Qty Remark 

1 
 

Remote 

Adjustment Box 

Four-terminal knob 

adjustment 
1 

Remote 

adjustment 

box options 2 

 

Remote 

Adjustment Box 

Lead 

1.5m / RS232 cable / 

male-male 
1 

3 

 

Current Coil 20 A / 50 T 1 Clamp meter 

calibration 

options 4 

 

Current Test 

Leads 

1.5m / 16mm2 / Φ12-Φ12 

blade terminal 

Red 1 

Black 1 

5 

 

Calibration 

Software 
Card USB 1 

Software 

options 

6 

 

Communication 

Line 

1.8m / USB to RS232 (DB9 

female) 
1 

7 

 

Storage Box Aluminum alloy 1 
Packaging 

options 

Note: The above accessories need to be purchased separately and must be specified in the order 

contract. 

 

 


